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INSTALLATION INSTRUCTIONS

SemperClear™ System mounting/location details: The systems

are designed for under the sink installation. Optional basement or utility
area is OK, however additional 3 /8" tubing and fittings will be required.

1) Install filter cartridge into the head assembly using cartridge
installation instructions.

a. Using a water proof marker write the date installed on the
cartridge label.

b. Install filter inlet/outlet Swivel fittings on head assembly

c. Apply 3-4 wraps of Teflon tape onto 3/8" NPT Male threads

2) Screw fittings into female 3/8" NPT fittings (inlet & outlet) on head
assembly until finger tight (approximately one-two turns).

CAUTION: Model SCFF-PLUS uses white swivel fitting for inlet and

black swivel fitting for outlet. Model SCSF-PLUS uses black swivel

fitting with white collets for outlet.
3) To insure seal continue one to two more turns past finger tight.
4) Total number of turns from start to finish need not exceed five turns.

DO NOT OVER TIGHTEN

5) Position system with cartridge, head assembly (with fittings) and
mounting bracket to desired location. It is recommended to mount
top of bracket 23" off floor to accept our longest replacement
cartridge (SCFF-PLUS)

a. Allow a clearance of 2-1/2" minimum below cartridge for removing
and replacement.

b. Allow sufficient clearance on each side for inlet/outlet fittings to
swivel freely 180 degrees.

c. Use a dark colored marker to mark positions of screw eyelets
(mounting bracket) on mounting wall.

d. Insert screws into wall at marks, which will hold the filter leaving
enough screw head to insert mounting bracket into eyelets. (note:
wood screws provided)

NOTE: Unit can weigh up to 10lbs. with water. Make sure the wall is
strong enough to hold the weight.

e. Secure complete system by tightening the mounting bracket screws

Select the installation choice below for using;
Existing cold water sink faucet or Separate dispensing tap:

INSTALLATION USING EXISTING COLD WATER

SINK FAUCET

A: Installing the water supply fittings: Turn off cold water supply line.
If cold water line does not have a shut-off valve under the sink, you
should install one.

1) Open the cold water faucet and allow all the water to drain from line.

2) For cold water lines that use tubing (plastic or soft copper) follow
these instructions. For flexible hose installation that uses 3/8" NPS
compression connection, go to step 8. Do not complete steps 3-7.

3) Cut tubing a minimum of 2" above the existing cold water stop valve
and remove any burrs.

4) Mark this length of tubing 3 /4" from top as a guide for inserting into
the new supply valve elbow's quick connect fitting.

5) Insert tubing into bottom of the new supply valve elbow to insertion
line. "Commonwealth of MA Plumbing Code 248 CMR shall be
adhered to. The use of saddle valves are not permitted. Please
consult your local plumber."
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6) Mark the supply line previously connecting the cold water to the
faucet 3/4" from the bottom as a guide for inserting into the
union fitting.

7) Insert this tube into one end of union connector fitting to the
insertion line.

8) For Flexible hose installation from step 2.

9) Disconnect cold water line from existing 3/8" NPS stop valve.

10) Apply 3-4 wraps of Teflon tape onto Male threads of the existing
3/8" NPS Stop valve male fitting.

11) Connect Faucet adapter female fitting to existing stop valve. DO
NOT OVER TIGHTEN.

12) Push tube end of Faucet Adapter female fitting into bottom of
new supply valve

13) Apply 3-4 wraps of Teflon tape onto male threads of the flexible
hose fitting currently connected to the cold sink faucet.

14) Connecting this hose to the 3 /8" Faucet male adapter.

DO NOT OVER TIGHTEN.

15) Push tube end of Faucet adapter into union connector.

B: Connecting the water supply and existing sink faucet to
Filter

INLET Fitting:

1) Determine the length of plastic tubing (3/8" tubing 5' supplied
with system) needed to connect the inlet (left side) of the filter
with the supply valve.

a. Be sure to allow enough tubing to prevent kinking and cut the
tubing squarely and remove all burrs. Place a mark 3/4" from
end of tubing.

b. Wet tubing with water and insert into outlet of supply valve
(3/4") until mark is flush with fitting.

c. Place a mark on the other end 3/4" from end of tubing.

d. Insert tubing into inlet of system fitting to insertion mark.

OUTLET Fitting:

2) Determine the length of tubing (3/8" tubing supplied) with
system to make the connection from the outlet fitting of filter to
3/8"x 3/8" union fitting. A 3' minimum length is suggested to
connect accessories into this line

a. Place a mark 3/4" from end of tubing.

b. Wet tubing with water and insert into union until mark (3/4") is
flush with union fitting connected to tube /hose.

3) Double check that the water supply is directed to the filter inlet
and the outlet is directed to the sink cold faucet line.

GO TO PLACING FILTER IN OPERATION

INSTALLATION USING SEPARATE DISPENSING TAP

A: Installing the water supply fittings: Turn off cold water
supply line. If cold water line does not have a shut-off valve
under the sink, you should install one.

1) Turn on the cold water faucet and allow all the water to drain
from line.

2) For cold water lines that use tubing (plastic or soft copper) follow
these instructions. For flexible hose installation that uses 3/8"
NPS compression connection, go to step 6. Do not complete steps
3-5.

3) Cut 1-3/8" section out of tubing a minimum of 2" above the
existing cold water stop valve and remove any burrs.

4) Mark both sections 3/4" from the ends as a guide for inserting
into the new supply valve quick connect fitting.

5) Insert tubing into bottom of the new supply valve elbow to
insertion line.

6) For Flexible hose installation from step 2.
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7) Disconnect cold water line from existing 3 /8" NPS stop valve.

8) Apply 3-4 wraps of Teflon tape onto Male threads of the existing
3/8"NPS Stop valve male fitting.

9) Connect the faucet female adapter to existing stop valve.

DO NOT OVER TIGHTEN.

10) Push tube end of Faucet female adapter into bottom of the new
supply valce to insertion line.

11) Apply 3-4 wraps of Teflon tape onto male threads of the faucet
male adapter.

12) Using the supply line flexible hose previously connecting the
cold water line connect the Faucet male adapter. DO NOT OVER
TIGHTEN.

13) Push tube end of Faucet male adapter into top of the new
supply valve to insertion line.

B: Location details for: New Separate Dispensing Tap

1) This tap should be positioned with function, convenience, and
appearance in mind. An adequate flat area is required to allow
faucet base to rest securely. Most sinks have pre-drilled 1-3/8" or
1-1/2" diameter holes that may be used for this tap installation.
If these holes cannot be used or are in an inconvenient location, it
will be necessary to drill a new hole. A 1-1/4" hole is
recommended.

NOTE:Drilling may result in damage to your sink or countertop
and Crystal Mountain is not responsible for any such damage.
Consult a plumber, countertop manufacturer or sink manufacturer
forinstructions.

NOTE: You may wish to use the existing cold water sink faucet
installation section in lieu of a separate dispensing tap if this
become a problem.

C: Mounting the Dispensing Tap

Consult the dispensing tap instructions.

NOTE: A 3/8" tube x 7/16" faucet adapter fitting is supplied with
this system to make a quick connection to this faucet and outlet
of filter using the union fitting connected to filter outlet 3/8"
tubing.

NOTE: Install the filter to thread shank on faucet.

D: Connecting the water supply to Filter

INLET Fitting:

1) Determine the length of plastic tubing (3/8" tubing 5' supplied
with system) needed to connect the inlet (left side) of the filter
with the supply stop valve.

. Be sure to allow enough tubing to prevent kinking and cut the
tubing squarely and remove all burrs. Place a mark 3/4" from end
of tubing.

. Wet tubing with water and insert into outlet (side fitting) of
supply valve 3/4" until mark is flush with fitting.

. Place amark 3/4" from other end of tubing.

d. Insert tubing into fitting inlet of system to insertion mark.

OUTLET Fitting:

1) Insert union connector into faucet adapter fitting 3 /4".

2) Determine the length of tubing (3/8? tubing supplied) with
system to make the connection from the outlet fitting of filter to
3/8" union connection which is also connected to the faucet
adapter fitting on bottom of dispensing tap. A 3' minimum length
is suggested to connect accessories to this line.

.Place amark 3/4" from end of tubing.
. Wet tubing with water and insert into union connector until mark
(3/4") is flush with this fitting.

3) Double check that the water supply is directed to the filter inlet

and the outlet is directed to the sink cold faucet line.
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Placing Filter in Operation

Turn on water supply valve and check for leaks.

1) Leave the cold water faucet at the sink turned off to allow
system to come up to pressure. Recheck for leaks after 3
minutes.

2) Turn on filter water dispensing faucet and allow water to run
until clear. 2 minutes is adequate.

Connecting additional water using appliances to this
filtering system
You can readily connect your refrigerator ice / water dispensing
system to this filter. Connect a 3/8? reducing tee in the line
between the filter and faucet (see instruction example)
1) If your refrigerator is equipped with a built-in filter already
consult your instruction manual for by-pass instructions.
2) Multiple tees can be inserted to service other appliances and
locations. Consult the appliance instructions for inlet tube size.
a. Built-in coffee makers
b. Instant Hot taps/under counter chillers
c. Prep sink, other sink locations that you can conveniently run
a3/8" line to service the existing sink faucet.

Visual instructions and diagrams
are available on our website.

www.semperclear.com
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Warranty

Crystal Mountain warrants this product to be free of defects in
workmanship or materials for 12 months from date of purchase or 24
months from date of manufacture. This warranty extends only to the
original consumer and does not cover products which malfunction due
to neglect or unauthorized modification. Warranty does not cover in-
house labor or other labor charges.

The unit must be used in operating conditions that conform to Crystal
Mountain's recommended design guidelines. This warranty will not
apply if the unit has been modified, repaired or altered by someone not
authorized by Crystal Mountain. We are not responsible for damage
caused by accident, fire, flood, freezing, Act of God, misuse,
misapplication, neglect, oxidizing agents or operation contrary to
printed instructions, or by the use of accessories or components not
recommended in our installation guide.

System is not warranted to perform on non-potable water source, or a
water source which does not meet the conditions for use described in
the installation guide or performance data sheet for these products.
Water characteristics can vary seasonally or over a period of time.
Crystal Mountain recommends having your water tested from time to
time for any health related type contaminant that you are concerned
with or that may be in your water supply before or after this unit.

OUR OBLIGATIONS UNDER THIS WARRANTY ARE LIMITED TO THE
REPAIR OR REPLACEMENT(AT CRYSTAL MOUNTAIN'S DISCRETION) OF
THE FAILED PARTS OF THE SYSTEM, AND WE ASSUME NO LIABILITY
WHATSOEVER FOR DIRECT, INDIRECT, INCIDENTAL, CONSEQUENTIAL,
SPECIAL, GENERAL OR OTHER DAMAGES.

To obtain warranty performance:

A) Call Technical Service at the number listed below to obtain a RA
(Return Authorization Number). No returns accepted without RA
number and Crystal Mountain reserves the right to dispose of any
itemns returned without RA after 30 days.

B) Return this product with the RA number clearly marked on the carton
to Crystal Mountain, transportation or mail pre paid, with an attached
statement giving the date and place of purchase, the nature of the
defect and your return address, and if possible your telephone
number.

() Upon receipt, Crystal Mountain will examine your claim. If this
warranty applies, Crystal Mountain, at its option will either replace or
repair this product.

D) Please send all returns or warranty questions to:

Crystal Mountain
18136 102nd Ave, Edmonton, AB, T5S 157

AN
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Crystal Mountain Products Limited

North American Sales Office European Sales Office
11925-145" Street

Edmonton, Alberta

Canada T5L 2H4

Tel: 1 800 878 6422

Tel: 1 780 454 4545

Fax: 1780 454 9816

E-mail: cmcanada@crystalcoolers.com

Website:www.semperclear.com

Macclesfield, Cheshire
United Kingdom SK10 1LT
Tel: +44(0) 1625439 111

_4_

Fence House, Fence Avenue

Fax: +44 (0) 1625 502 527
E-mail: cmeurope@crystalcoolers.com
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This Warranty is given in lieu of all other warranties expressed
or implied, written or oral. No agent, dealer, or other person is
authorized to give any warranties on behalf of Crystal Mountain.
NOTE: Some states do not allow limitation on how long an
implied warranty lasts so the above limitation may not apply to
you. Similarly some states do not allow the exclusion or
limitation of consequential or incidental damages so the above
limitation or exclusions may not apply to you. This warranty
gives you special legal rights. You may also have other rights
which may vary from state to state. Proof of purchase must
accompany all merchandise returns if more than 24 months
from date of Manufacture.

Extended Lifetime Warranty

Your SemperClear™ system limited warranty can be extended
one year if system is maintained per instruction manual. Simply
change your SemperClear™ system cartridge at least annually
as recommended by Crystal Mountain and the balance of your
system warranty will be extended for 12 months with each
cartridge change. Crystal Mountain suggests that you replace
your cartridge at end of life or one year whichever occurs first.

Proof of purchase under this extended warranty is your
responsibility.

If the product has been registered (at www.semperclear.com),
Crystal Mountain will mail you a letter every 11 months to
remind you it's time to change your cartridge, and if you
purchase directly from Crystal Mountain they will update your
records accordingly. ACDP Customers proof of purchase is
updated automatically with each cartridge delivery.

This extended warranty covers the permanent head assembly,
fittings and dispensing faucet (if purchased from Crystal
Mountain) Faucet warranty may not qualify and parts covered
are limited to replacement repair item and not the faucet or
finish. In the event any of these parts fail within the extended
warranty period Crystal Mountain will repair or replace the
parts at no charge. NOTE: Parts only no labor warranty is
Included.

Crystal Mountain International Limited
Hong Kong Sales Office

Room 610, Winfield Commercial Building

6-8a Prat Avenue, Tsimshatsui

Kowloon, Hong Kong

Tel: (852) 2368 1989

Fax: (852) 3017 6727

E-mail: cmasia@crystalcoolers.com
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